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Nailor Industries Inc. reserves the right to change any information concerning product or pricing without notice.

 DATE B SERIES SUPERSEDES  DRAWING NO.

 2 - 19 - 19 1600 5 - 11 - 15 1600PHM

Dimensions are in inches (mm)

EXTRUDED ALUMINUM LOUVERED PENTHOUSES
MITERED CORNERS
MODEL: 1600PHM

Nailor Model 1600PHM Extruded Aluminum Mitered Corner 
Penthouses offer an aesthetically appealing option of 
concealing mechanical rooftop equipment or protecting air 
intake/relief openings from outside elements. A variety of 
finishes, construction options and accessories are available 
to meet almost any requirement. 

STANDARD CONSTRUCTION:
BLADES: Type 6063-T5 extruded aluminum, .080" 

(2.03) nominal wall thickness, see note 1 
below.

BLADE SUPPORT 1 1/2" x 2" (38 x 51) on max. 60" (1524) 
ANGLES:  centers.

ROOF: Aluminum sheet .080" (2.03) nominal wall 
thickness.

ROOF SUPPORT 1 1/2" x 2" x 1/4" (38 x 51 x 6) (as required 
ANGLES:  by size of unit).   

BIRD SCREEN: 3/4" x .051 (19 x 1.3) expanded, flattened 
aluminum bird screen.

OPTIONS:
q BSSS Type 304 S. S. Bird Screen.
q BSN No Bird Screen.
q ISA Aluminum Insect Screen.
q ISSS Type 304 S. S. Insect Screen. 
q IR1 1" (25) Fiberglass Roof Insulation.
q BIT Bitumastic Roof Undercoating.
q Other: ______________ .

OPTIONAL FINISHES:
q PC3 Powder Coat AAMA 2603. Color: ____________ .
q PC4 High Performance Powder Coat AAMA 2604  
  (Equivalent to 50% Kynar®). Color: __________ .
q PC5 Fluoropolymer Powder Coat AAMA 2605  
  (Equivalent to 70% Kynar®). Color: __________ .
q PCC Prime Coat.
q AN04 Clear Anodized 204-R1.
q AN15 Clear Anodized 215-R1.
Color Anodized:
q ANLB Light Bronze. q ANMB Medium Bronze.
q ANDB Dark Bronze. q ANBK Black.

NOTES:
1. The following louver model styles may be used: 1604J, 

1604Y, 1604KD, 1606J and 1606KD.

2. Models 1604KD and 1606KD utilize architectural K blades 
only and are not drainable.

*4" (102) DEEP LOUVER: 
Outside Length/Width = Inside Length/Width + 8" (203).

*6" (152) DEEP LOUVER: 
Outside Length/Width = Inside Length/Width + 12" (305).

FRONT ELEVATION VIEW

PLAN VIEW

MITERED CORNER DETAIL

6" (152)
MIN.

CORNER ANGLE
EXTENSION

MITERED CORNER
(TYPICAL)

BLADE BRACE SUPPORT
ANGLE EXTENSION

N
O

M
IN

AL
 P

EN
TH

O
U

SE
H

EI
G

H
T

NOMINAL PENTHOUSE INSIDE LENGTH

PANEL WIDTH

NO
M

. P
EN

TH
O

US
E

IN
SI

DE
 W

ID
TH

NO
M

. P
EN

TH
O

US
E

O
UT

SI
DE

 W
ID

TH

CORNER
SUPPORT ANGLE

BLADE BRACE
SUPPORT ANGLE

**
*NOMINAL PENTHOUSE OUTSIDE LENGTH

EQUALS CURB OPENING**

MITERED
AND WELDED

CORNERS

ROOF LINE

*


	ScheduleType: 
	Contractor: 
	Project: 
	Engineer: 


